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DEPARTMENT  OF  COMMERCE 

Offic*  Hi*  S«cftory 

VOLUNTAIY  CONSUMER  PRODUCT 

INFORMATION  LABEUNG  PROGRAM 

Proposed  Spadfkatien  for  Labcliiig  at  Thvrmal 
Insutcrtien  for  Homm 

AGENCY:  Assistant  Secretary  of  Com¬ 
merce  for  Science  and  Technology, 
Commerce. 

ACTION:  Proposed  performance  infor¬ 
mation  labeling  specification. 

SUMMARY:  Pursuant  to  the  proce¬ 
dures  for  a  voluntary  consumer  prod¬ 
uct  information  labeling  program,  as 
amended  (15  CFR  Part  16;  42  FR 
26647,  dated  May  25.  1977;  42  FR 
57686.  dated  November  4.  1977;  and  43 
FR  8254.  dated  March  1.  1978).  this 
notice  announces  the  Department’s 
proposed  performance  information  la¬ 
beling  specification  for  the  labeling  of 
thermal  insulation  for  homes  \mder 
the  program  and  invites  interested 
persons  to  comment  thereon.  The  pro¬ 
posed  specification  includes  a  descrip¬ 
tion  of  the  product  and  the  perform¬ 
ance  characteristics  covered,  identifi¬ 
cation  of  product  test  methods  to  be 
used,  label  designs  and  label  display 
requirements,  and  requirements  for 
participation  in  the  program  with  re¬ 
spect  to  thermal  insulation  for  homes. 

A  separate  notice  is  also  being  pub¬ 
lished  in  this  issue  of  the  Federal  Reg¬ 
ister  announcing  the  Secretary’s  in¬ 
tention  to  suspend  fees  for  participa¬ 
tion  in  this  program  with  respect  to 
thermal  insulation  for  homes. 

DATE:  Comments  must  be  received  on 
or  before  July  14. 1978. 

FOR  FURTHER  INFORMATION 
CONTACT: 

Dr.  Howard  I.  Forman.  Deputy  As¬ 
sistant  Secretary  for  Product  Stand¬ 
ards,  Room  3876.  U.S.  Department 
of  Commerce.  Washington.  D.C. 
20230.  202-377-3221. 

SUPPLEMENTARY  INFORMATION: 
On  December  14.  1977.  the  Depsut- 
ment  announced  in  the  Federal  Regis¬ 
ter  (42  FR  62946-62949)  a  finding  of 
need  to  label  thermal  insulation  for 
homes  under  the  voluntary  consumer 
product  information  labeling  program 
and  further  announced  that  a  per¬ 
formance  information  labeling  specifi¬ 
cation  (specification)  was  being  devel¬ 
oped  for  such  insulation.  These  ac¬ 
tions  were  taken  in  response  to  re¬ 
quests  that  thermal  insulation  for 
homes  be  labeled  and  were  in  accord¬ 
ance  with  §  16.4(d)  of  the  Depart¬ 
ment’s  published  Procedures  for  a  vol- 
imtary  consumer  product  information 
labeling  program  as  amended  (15  CFR 
Part  16;  42  FR  26647  at  26649.  dated 
May  25.  1977;  42  FR  57686.  dated  No¬ 
vember  4.  1977;  and  43  FR  8254.  dated 


March  1.  1978)  (procedures).  The 
effort  to  develop  the  specification  has 
resulted  in  the  propose  specification 
included  in  this  notice,  which  is 
hereby  presented  for  public  comment 
in  accordance  with  §  16.5(a)  of  the  pro¬ 
cedures. 

Under  §  16.2(b)  of  the  procedures, 
the  Department  of  Commerce  may  in¬ 
clude  on  product  performance  labels 
information  on  product  performance 
characteristics  also  covered  by  labeling 
programs  of  other  Federal  agencies, 
provided  the  other  Federal  agencies 
agree  to  such  inclusion.  The  Depart¬ 
ment  is  cognizant  of  other  Federal 
agency  requirements  and  proposed  re¬ 
quirements  for  labeling  of  thermal  in¬ 
sulation  for  homes.  Efforts  have  been 
made  to  coordinate  the  proposed  spec¬ 
ification  with  those  requirements  of 
other  agencies  so  as  to  avoid  the  need 
for  separate  labels  to  meet  differing 
agency  requirements.  ’These  coordina¬ 
tion  efforts  will  continue  as  the  final 
specification  is  written. 

Interested  persons  desiring  to  com¬ 
ment  on  the  proposed  specification  set 
out  below  are  invited  to  submit  such 
comments  on  or  before  July  14.  1978. 
to  the  Assistant  Secretary  for  l^ience 
and  Technology.  Room  3862.  U.S.  De¬ 
partment  of  Commerce.  Washington. 
D.C.  20230. 

Any  person  desiring  to  express  his  or 
her  views  relative  to  the  proposed 
specification  in  an  informal  hearing 
may  do  so  by  communicating  that 
desire  in  writing,  on  or  before  June  14. 
1978,  to  the  Assistant  Secretary  for 
Science  and  Techonolgy  at  the  address 
shown  in  the  preceding  paragraph. 
Upon  receipt  of  such  request  informal 
hearings  wUl  be  held  so  as  to  give  all 
interested  persons  an  opportunity  for 
the  oral  presentation  of  data,  views,  or 
arguments  in  addition  to  the  opportu¬ 
nity  to  make  written  submissions. 
Notice  of  such  hearings  will  be  pub¬ 
lished  in  the  Federal  Register. 

Upon  receipt  of  the  comments  sub¬ 
mitted  in  response  to  this  notice,  in¬ 
cluding  the  testimony  of  individuals  at 
any  hearings  that  may  be  held  in  con¬ 
junction  therewith,  a  complete  evalua¬ 
tion  of  such  comments  and  testimony 
will  be  made.  Upon  completion  of  that 
evaluation  a  notice  will  be  published 
in  the  Federal  Register  either  (1) 
giving  the  complete  text  of  a  final 
specification,  (2)  stating  that  the  pro¬ 
posed  specification  will  undergo  fur¬ 
ther  development  before  final  publica¬ 
tion,  or  (3)  withdrawing  the  proposed 
specification  from  further  considera¬ 
tion. 

Being  published  simultaneously  in 
this  issue  of  the  Federal  Register 
with  this  notice  is  a  separate  notice 
announcing  that  pursuant  to  §§  16.6 
(a)  and  (d)  of  the  procedures  the  Sec¬ 
retary  intends,  at  such  time  as  a  final 
specification  for  the  labeling  of  ther¬ 
mal  insulation  for  homes  is  issued,  to 


suspend  all  fees  and  charges  for  par¬ 
ticipation  in  the  program  with  respect 
to  thermal  insulation  for  homes. 

Issued:  May  23. 1978. 

Jordan  J.  Baruch. 
Assistant  Secretary  for 
Science  and  Technology. 

The  following  is  the  proposed  speci¬ 
fication  under  consideration  for  the  la¬ 
beling  of  thermal  insulation  for 
homes: 

Proposed  Perpormance  Ihformatioh  Label¬ 
ing  Specipication  por  Thermal  Insula¬ 
tion  POR  Homes 

I. 0  Purpose. 

2.0  Scope. 

S.O  Definitions. 

4.0  Initiation  and  termination  of  participa¬ 
tion  in  program. 

5.0  General  conditions  for  participation. 

6.0  Identification  of  material,  form,  and 
recommended  application. 

7.0  Testing  and  rating  for  area  covered. 

8.0  Testing  and  rating  for  R  value. 

9.0  Rating  for  thermal  coverage  and  pric¬ 
ing  factor. 

10.0  Testing  and  rating  for  resistance  to 
siulace  flame  spread. 

II. 0  Testing  and  rating  for  resistance  to 

smoldering. 

12.0  Testing  and  rating  for  FSC  number. 
IS.O  Testing  and  rating  for  corrosiveness. 
14.0  Product  labeling. 

15.0  Use  of  program  information  in  adver¬ 
tising. 

16.0  Amendment. 

Figure  1.  Label  for  Loose  Fill  Type  Insula¬ 
tion. 

Figure  2.  Label  for  Blanket.  Batt,  or 
Board  Type  Insulation. 

Appendix  A.  Form  for  Notification  of 
Desire  To  Participate  in  Program. 

1.0  Purpose 

The  purpose  of  this  Performance  Infor¬ 
mation  Labeling  Specification  is  to  establish 
procedures  for  the  testing  tmd  labeling  of 
thermal  insulation  for  homes  in  accordance 
with  the  Procedures  for  a  Voluntary  Con¬ 
sumer  Product  Information  Labeling  Pro¬ 
gram,  as  amended  (15  CT^R  Part  16;  42  FR 
26647,  dated  May  25,  1977;  42  FR  57686, 
dated  Nov.  4,  1977;  and  43  FR  8254,  dated 
Mar.  1,  1978)  and  to  define  requirements  for 
participation  in  that  program  with  respect 
to  such  insulation. 

2.0  Scope 

2.1  This  Specification  shall  apply  to  the 
product  class  consisting  of  all  insulation  as 
defined  in  §  3.9  of  this  Specification. 

2.2  Insulation  covered  by  this  Specifica¬ 
tion  shall  be  labeled  with  respect  to  its  ma¬ 
terial,  form,  recommended  application,  R 
value,  area  covered,  pricing  factor,  resis¬ 
tance  to  surface  flame  spread,  resistance  to 
smoldering,  FSC  number,  and  corrosiveness. 

3.0  Definitions 

3.1  The  term  ’’Secretary”  means  the  Sec¬ 
retary  of  Conunerce  or  her  designee. 

3.2  The  term  "participant”  means  a  man¬ 
ufacturer.  assembler  or  private  brand  label¬ 
er  of  insulation,  or  an  importer  of  insulation 
for  resale,  who  participates  hi  the  Program 
with  respect  to  insulation. 

3.3  The  term  ’’designated  agent”  means  a 
person,  as  defined  in  §  16.3(e)  of  the  Proce¬ 
dures,  who  has  been  designated  by  the  Sec- 
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retary  to  carry  out  appropriate  operational 
procedures  on  behalf  of  more  than  one  par* 
ticipant  in  accordance  with  { 16.9  of  the  Pro¬ 
cedures. 

5.4  The  term  “Program”  means  the  Vol¬ 
untary  Consumer  Product  Information  La¬ 
beling  Program. 

3.5  The  term  “Procedures”  means  the 
Procedures  for  a  Voluntary  Consumer  Prod¬ 
uct  Information  Labeling  Program,  as 
amended  (15  CFR  Part  16;  42  FR  26647. 
dated  May  25, 1977;  42  FR  57686,  dated  Nov. 
4.  1977;  and  43  FR  8254,  dated  Mar.  1,  1978). 

3.6  The  term  “Specification”  means  the 
Performance  Information  Labeling  Specifi¬ 
cation  for  Thermal  Insulation  for  Homes. 

3.7  The  term  “Label”  means  printed 
matter  affixed  to  or  otherwise  provided 
with  insulation  and  meeting  the  require¬ 
ments  of  9 14.0  of  this  Specification. 

3.8  The  term  “Department  of  Commerce 
Mark”  means  the  mark  indicated  in  Figures 
1  and  2,  which  is  registerable  in  the  U.S. 
Patent  and  Trademark  Office  under  15 
VJS.C.  1054. 

3.9  The  term  “insulation”  means  thermal 
insulation  Intended  for  use  in  the  celling, 
walls,  floors,  or  other  structural  elements  of 
private  dwellings  and  customarily  available 
to  consumers  for  their  use  in  the  retrofit¬ 
ting  of  existing  buildings  or  in  the  initial  fit¬ 
ting  of  new  buildings.  The  term  includes 
loose-fill,  batt,  blanket,  and  board  type  insu¬ 
lation  consisting  of  either  organic  or  miner¬ 
al  materials  in  either  ceUular  or  fiber  form. 

3.10  The  terms  “ASTM  Standard  Test 
Method”  and  "ASTM  Standard  Recom¬ 
mended  Practice,”  when  used  as  references 
to  specific  documents  and  when  used  with¬ 
out  identifying  dates,  means  the  current 
version  of  the  specific  American  Society  for 
Testing  and  Idaterlals  standard  test  method 
or  standard  recommended  practice  refer¬ 
enced.  Copies  of  these  documents  may  be 
obtained  from  the  American  Society  for 
Testing  and  Materials.  1916  Race  Street. 
Philadelphia,  Pa.  19103. 

3.11  The  term  “Proposed  Federal  Specifi¬ 
cation”  means  the  proposed  version  of  the 
deslgiuited  PMeral  purchase  specification 
published  by  the  Federal  Supply  Service. 
General  Services  Administration,  for  the 
use  of  all  Federal  agencies.  The  referenced 
portions  of  Proposed  Federal  Specifications 
may  be  obtained  from  the  National  Bureau 
of  Standards,  Division  761,  Washington, 
D.C.  20234. 

4.0  Initiation  and  Termination  of  Partici¬ 
pation  in  Program 

4.1  Any  manufacturer,  assembler,  or  pri¬ 
vate  brand  labeler  of  insulation,  or  Importer 
of  insulation  for  resale,  desiring  to  partici¬ 
pate  in  the  Program  with  respect  to  insula¬ 
tion  will  nofity  the  Secretary.  The  notifica¬ 
tion  shall  list  the  brand  name<s)  for  which 
the  prospective  participant  proposes  to  use 
Labels  and  the  proposed  date  of  entry  into 
the  Program  for  each  brand  name.  The  no¬ 
tification  shall  also  include  a  statement  that 
if  accepted  as  a  participant  in  the  Program 
the  prospective  participant  wiU  (1)  abide  by 
all  conditions  imposed  by  the  Procedures, 
(2)  abide  by  all  conditions  imposed  by  this 
Specification,  and  (3)  desist  from  using  the 
Department  of  Commerce  Label  and  Mark 
if  its  participation  in  the  Program  is  termi¬ 
nated.  The  notification  shall  be  addressed 
to  the  Assist  Secretary  for  Science  and 
Technology.  Room  3862,  U.S.  Department 
of  Commerce.  Washington,  D.C.  20230.  The 
notification  may  be  in  the  form  shown  in 
Appendix  A. 


4.2  The  Secretary  shall  act  expeditiously 
on  all  requests  to  participate  in  the  Pro¬ 
grams  and  shall  notify  each  prosiiective  par¬ 
ticipant  of  her  decision  in  writing.  In  those 
Instances  where  the  Secretary  declines  a  re¬ 
quest.  she  shall  state  the  reasons  for  so  de¬ 
clining. 

4.3  If  a  prospective  participant  seeking  to 
purticipate  in  the  Program  is  notified  by  the 
Secretary  that  she  proposes  to  deny  that 
prospective  participant  the  right  to  partici¬ 
pate,  that  prospective  participant  shall  have 
30  days  from  the  receipt  of  such  notification 
to  request  a  hearing  under  the  provisions  of 
5  U.S.C.  556.  The  Secretary’s  proposed 
denial  shall  become  final  through  the  issu¬ 
ance  of  a  written  decision  to  such  prospec¬ 
tive  participant  in  the  event  that  he  does 
not  appeal  such  notification  by  the  end  of 
the  30-day  period.  If,  however,  such  pro¬ 
spective  participant  requests  a  hearing 
within  that  30-day  period,  the  Secretary's 
proposed  denial  shall  be  stayed  pending  the 
outcome  of  the  hearing  held  pursuant  to  5 
U.S.C.  556. 

4.4  A  participant  may  at  any  time  termi¬ 
nate  his  participation  and  responsibilities 
imder  this  Program  with  respect  to  a  given 
brand  of  insulation  by  giving  written  notice 
to  the  Secretary  that  he  has  discontinued 
use  of  the  Department  of  Commerce  Label 
and  Mark  for  all  Insulation  of  that  brand. 

4.5  The  Secretary,  upon  finding  that  a 
participant  is  not  complying  with  the  condi¬ 
tions  set  out  in  the  Procedures  or  in  this 
Specification,  may  terminate  upon  30  days’ 
notice  the  participant’s  right  to  continue  his 
participation  in  the  Program  with  respect  to 
insulation:  Provided,  That  the  participant 
shall  first  be  given  an  opportunity  to  show 
cause  why  the  participation  should  not  be 
terminated. 

4.6  Upon  receipt  from  the  Secretary  of  a 
notice  of  proposed  termination  of  participa¬ 
tion,  which  notice  shall  set  forth  the  rea¬ 
sons  for  such  proposed  termination,  the  par¬ 
ticipant  shall  have  30  days  from  the  date  of 
receipt  of  such  notification  to  request  a 
hearing  under  the  provisions  of  5  n.S.C. 
556.  The  Secretary’s  proposed  termination 
shall  become  final  through  the  Issuance  of  a 
written  decision  to  the  participant  in  the 
event  such  participant  does  not  appeal  the 
proposed  termination  within  the  30-day 
period.  If,  however,  the  participant  requests 
a  hearing  within  the  30-day  period,  the  Sec¬ 
retary’s  proposed  termination  shall  be 
stayed  pending  the  outcome  of  the  hearing 
held  pursuant  to  5  U.S.C.  556. 

5.0  General  Conditions  for  Participation 

5.1  Prior  to  the  use  of  a  Label  partici¬ 
pants  shall  make  or  have  made  the  tests  and 
ratings  and  the  identifications  required 
under  99  6.0  through  13.0  of  this  Specifica¬ 
tion  and  shall  retain  adequate  records  of 
the  tests  and  computations  involved.  Such 
records  shall  be  kept  on  file  by  the  partici¬ 
pant  or  his  agent  for  three  years  and  shall, 
if  requested  by  the  Secretary  within  that 
three-year  period,  be  forwarded  to  the  Sec¬ 
retary  within  30  days  of  such  request. 

5.2  Participants  should  make  or  have 
made  tests  on  sufficient  samples  of  insula¬ 
tion  to  provide  a  vahd  basis  for  determining 
ratings  and  should  maintain  such  quality 
control  programs,  to  include  testing,  as  are 
necessary  to  insure  that  no  insulation 
having  a  Label  is  mislabeled. 

5.3  Participants  shall  enter  product  rat¬ 
ings  and  other  information  on  their  Labels, 
and  shall  display  their  Labels  in  accordance 
with  the  requirements  of  9 14.0  of  this  Spec¬ 
ification. 


5.4  Each  participant  shall  be  identified 
on  Labels  used  by  that  participant  as  the  or¬ 
ganization  certifying  the  accuracy  of  ratings 
on  the  Labels. 

5.5  In  addition  to  the  testing  referred  to 
in  99  5.1  and  5.2  of  this  Specification,  partici¬ 
pants  shall,  if  requested  by  the  Secretary  in 
accordance  with  916.7(d)4  of  the  Proce¬ 
dures.  make  or  have  made  at  their  expense 
further  tests  or  provide  samples  of  insula¬ 
tion  for  further  testing  to  determine  wheth¬ 
er  testing  has  been  done  according  to  this 
Specification.  ’The  results  of  the  requested 
tests,  or  the  requested  samples,  shall  be  pro¬ 
vided  to  the  Secretary  as  soon  as  practica¬ 
ble,  preferably  within  30  dairs  of  receipt  of 
such  requests.  This  requirement  does  not 
preclude  the  Department  of  Commerce 
from  testing  or  having  tested  any  insulation 
at  its  own  expense. 

5.6  The  reqiiirement  in  99  5.1  and  5.5  of 
this  Specification  and  the  recommendation 
in  95.2  of  this  Specification  that  partici¬ 
pants  “make  or  have  made”  tests  of  insula¬ 
tion  may  be  fulfilled  through  the  use  of  in- 
house  testing,  testing  by  other  laboratories, 
testing  associated  with  certification  pro¬ 
grams,  or  a  combination  of  these  three 
types  of  testing.  However,  for  the  purposes 
of  this  Program,  accountability  shall  remain 
with  the  participant  for  information  en¬ 
tered  on  Labels  by  that  participant. 

5.7  Participants  may  reproduce  or  may 
authorize  non-participants  such  as  retail 
sales  organizations  to  reproduce  Labels,  in¬ 
cluding  the  Department  of  Commerce  Mark, 
in  the  advertising  of  insulation  labeled 
under  the  Program:  Provided,  That  the  re¬ 
quirements  in  9 15.0  of  this  Specification  are 
satisfied. 

5.8  Participants  may  utilize  the  services 
of  designated  agents  who  have  been  desig¬ 
nated  by  the  Secretary  under  9 16.9  of  the 
Procedures  to  carry  out  specified  operation¬ 
al  procedures  on  behalf  of  participants  in 
the  Program  with  respect  to  insulation. 

6.0  Identification  of  Material,  Form,  and 
Recommended  Application 

6.1  Insulation  shall  be  identified  with  re¬ 
spect  to  its  basic  material  through  the  use 
of  the  most  appropriate  of  the  following  de¬ 
scriptive  terms  on  Labels:  mineral  wool,  cel¬ 
lular  glass,  perlite,  vermlculite,  cellulose, 
polystsn'ene,  polyurethane,  polyi^ynurate. 
If  none  of  the  above  terms  is  appropriate,  a 
descriptive  term  provided  and  published  by 
the  Secretary  under  96.4  of  this  Specifica¬ 
tion  shall  be  used. 

6.2  Insulation  shall  be  identified  with  re¬ 
spect  to  its  basic  form  through  the  use  of 
the  most  appropriate  of  the  following  terms 
on  Labels:  board  type,  board  tsqie  with 
vapor  varrier,  blanket  t3q>e.  blanket  type 
with  vapor  barrier.  batt-t3rpe,  batt  type  with 
vapor  barrier,  loose  fill  type  for  pouring, 
loose  fill  type  for  blowing,  loose  fill  type  for 
pouring  or  blowing.  If  none  of  the  above 
terms  is  appropriate,  a  descriptive  term  pro¬ 
vided  and  published  by  the  Secretary  under 
9  6.4  of  this  Specification  shaU  be  us^ 

6.3  Insulation  shall  be  identified  with  re¬ 
spect  to  its  recommended  application  by 
checking  one  or  more  of  the  following  de¬ 
scriptive  terms  on  Labels:  attic  floors,  base¬ 
ment  ceilings,  floors  over  crawl  spaces,  en¬ 
closed  walls,  open  walls.  If  none  of  the 
above  terms  is  appropriate,  one  or  more  de¬ 
scriptive  terms  provided  and  published  by 
the  Secretary  under  95.4  of  this  Specifica¬ 
tion  shall  be  used. 

6.4  Participants  or  potential  participants 
dealing  to  describe  on  Labels  an  insulation 
with  respect  to  its  material,  form,  or  recom- 
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mended  application,  for  which  insulation 
the  descriptive  terms  listed  in  §6.1,  6.2,  or 

6.3  of  this  Specification  are  not  appropriate, 
should  notify  the  Secretary  of  the  need  for 
additional  descriptive  terms.  Any  such  noti¬ 
fication  shall  describe  the  material,  form, 
and  recommended  application  of  the  subject 
insulation  and  shall  include  proposed  addi¬ 
tional  descriptive  terms.  Such  notifications 
shall  be  addressed  to  the  Assistant  Secre¬ 
tary  for  Science  and  Technology,  Room 
3862,  U.S.  Department  of  Commerce,  Wash¬ 
ington,  D.C.  20230.  The  Secretary  shall  pro¬ 
vide  additional  descriptive  terms  if  needed, 
or  shall  inform  the  submittor  of  the  notifi¬ 
cation  as  to  which  of  the  previously  listed 
descriptive  terms  should  be  used  for  the 
subject  insulation,  within  30  days  of  receipt 
of  the  notice.  When  additional  descriptive 
terms  are  provided  to  the  submitter,  the 
Secretary  shall  also,  as  soon  as  practicable, 
publish  in  the  Federal  Register  a  notice  of 
such  provision. 

6.5  Insulation  shall  be  considered  misla¬ 
beled  if  the  material  or  form  of  the  insula¬ 
tion  is  different  from  the  approved  descrip¬ 
tive  terms  for  material  and  form  listed  on 
the  Label,  or  if  the  insulation  is  deemed  by 
the  Secretary  to  be  inappropriate  for  one  or 
more  of  the  approved  recommended  applica¬ 
tions  checked  on  the  Label. 

7.0  Testing  and  Rating  for  Area  Covered 

7.1  For  loose  fill  t5^  insulation,  area 
covered  shail  be  computed  using  the  rela¬ 
tionship  A  =  M/(D  •  t/12).  where  A  is  the 
area  covered,  in  square  feet;  M  is  the  weight 
of  insulation  in  a  package,  in  pounds;  D  is 
the  settied  density  in  pounds  per  cubic  foot 
determined  in  accordance  with  section  4.5.1 
of  Proposed  Federal  Specification  HH-I- 
515D.  Insulation,  Thermal  (Loose  Fill  for 
Pneumatic  or  Poured  Applications);  Cellulo- 
sic  or  Wood  Fiber,  as  proposed  November  4, 
1977,  or  section  4.5.1  of  Proposed  Federal 
Sepcification  HH-I-1030B,  Insulation.  Ther¬ 
mal  (Mineral  Fiber,  for  Pneumatic  or 
Poured  Application),  as  proposed  November 
4,  1977,  as  appropriate;  and  t  is  the  settled 
thickness  of  the  instaUed  insulation,  in 
inches.  (See  section  3.11  of  this  Specifica¬ 
tion.)  Area  covered  shall  be  (K>mputed  for 
settled  thicknesses  of  1.0,  3.5,  and  5.5  inches, 
and  for  the  settled  thicknesses  in  inches  cor¬ 
responding  to  R  values  of  R  =  30  and  R  = 
40  as  determined  under  section  8.1  of  this 
Specification.  Area  covered  values  of  less 
than  50-square  feet  shall  be  expressed  in 
tenths  of  a  unit  and  area  covered  values  of 
50-square  feet  or  more  shall  be  expressed  in 
whole  numbers  on  Labels. 

7.2  For  blanket  and  batt  type  insulation, 
area  covered  shall  be  computed  using  the  re¬ 
lationship  A  =  W-L,  where  A  is  the  area 
covered  in  square  feet  and  W  and  L  are  the 
width  and  total  length  in  feet  of  the  pack¬ 
age  piece  or  pieces,  measured  on  a  flat  hori¬ 
zontal  surface  in  as-installed  condition. 
Measurements  of  W  and  L  may  be  made 
with  any  measuring  device  of  suitable  accu¬ 
racy  but  care  must  be  taken  not  to  distort 
the  insulation  in  the  measurement  process. 
During  the  measurement  process,  normal 
installed  thickness  in  inches  shall  also  be 
determined  in  accordance  with  section  4.1.1 
of  ASTM  C  167,  Standard  Test  Methods  for 
Thickness  and  Density  of  Blanket  or  Batt 
Type  Thermal  Insulating  Materials.  Area 
covered  values  of  less  than  50-square  feet 
shall  be  expressed  in  tenths  of  a  unit  and 
area  covered  values  of  50-square  feet  or 
more  shall  be  expressed  in  whole  numbers 
on  Labels. 

7.3  For  board  type  insulation,  the  area 
covered  shall  be  computed  using  the  rela¬ 


tionship  A  ==  W  •  L,  where  A  is  the  area  cov¬ 
ered  in  square  feet  and  W  and  L  are  the 
width  and  total  length  of  the  packaged 
piece  or  pieces,  in  feet.  Measurements  may 
be  made  with  any  measuring  device  of  suit¬ 
able  accuracy.  During  the  measurement 
process,  normal  installed  thickness  in  inches 
shall  also  be  determined.  Area  covered 
values  of  less  than  50-square  feet  shall  be 
expressed  in  tenths  of  a  unit  and  area  cov¬ 
ered  values  of  50-square  feet  or  more  shall 
be  expressed  in  whole  numbers  on  Labels. 

7.4  When  tests  to  determine  if  insulation 
is  mislabeled  are  conducted  in  accordance 
with  section  7.1,  7.2,  or  7.3  of  this  Specifica¬ 
tion  and  any  value  for  area  covered  so  deter¬ 
mined  is  found  to  be  less  than  the  value 
shown  on  the  Label  for  the  same  thickness 
of  insulation  by  0.2-square  foot  or  3  percent 
of  the  labeled  value,  whichever  is  greater, 
the  insulation  shall  be  considered  misla¬ 
beled. 

8.0  Testing  and  Rating  for  R  Value 

8.1  For  loose  fill  type  insulation.  R  value 
(thermal  resistance)  shall  be  determined  in 
accordance  with  ASTM  C  687,  Standard 
Recommended  Practice  for  Determination 
of  the  Thermal  Resistance  of  Low-Density 
Fibrous  Loose  Fill  Type  Bidding  Insulation. 
R  values  shall  be  determined  at  a  mean  tem¬ 
perature  of  75*F  for  the  settled  density  as 
determined  under  section  7.1  of  this  Specifi¬ 
cation.  R  values  shall  be  computed  for  set¬ 
tled  thicknesses  of  1.0,  3.5,  and  5.5  inches, 
and  the  settled  thicknesses  in  inches  corre¬ 
sponding  to  R  values  of  R=  30  and  R=  40 
shall  also  be  computed.  R  values  shall  be 
given  in  ’P  •  h  •  ftVBtu  where  ’P  means  tem¬ 
perature  difference  in  degrees  Fahrenheit, 
h  means  hours,  ft*  means  square  feet,  and 
Btu  means  British  thermal  units.  R  values 
of  less  than  10  shall  be  expressed  in  tenths 
of  a  unit  and  R  values  of  10  or  more  shall  be 
expressed  in  whole  numbers  on  Labels. 

8.2  For  blanket  and  batt  type  insulation, 
R  value  shall  be  determined  in  accordance 
with  ASTM  C  653,  Standard  Recommended 
Practice  for  Determination  of  the  Thermal 
Resistance  of  Low-Density  Mineral-Fiber 
Blanket-Type  Building  Insulation.  R  value 
shall  be  determined  at  a  mean  temperature 
of  75°F  for  the  normal  installed  thickness  as 
determined  under  section  7.2  of  this  Speclfi'v 
cation.  R  value  shall  be  given  in  'F-h-ftV 
But,  where  ‘P  means  temperature  differ¬ 
ence  in  degrees  Fahrenheit,  h  means  hours, 
ft*  means  square  feet,  and  Btu  means  Brit¬ 
ish  thermal  units.  R  values  of  less  than  10 
shall  be  expressed  in  tenths  of  a  unit,  and  R 
values  of  10  or  more  shall  be  expressed  in 
whole  numbers  on  Labels. 

8.3  For  board  type  insulation,  R  value 
shall  be  determined  in  accordance  with 
either  ASTM  C  177,  Standard  Test  Method 
for  Thermal  Conductivity  of  Materials  by 
Means  of  the  Guarded  Hot  Plate;  ASTM  C 
236,  Standard  Test  Method  for  Thermal 
Conductance  and  Transmittance  of  Built- 
Up  Sections  by  Means  of  the  Guarded  Hot 
Box;  or  ASTM  C  518,  Standard  Test  Method 
for  Steady  State  Thermal  Transmission 
Properties  by  Means  of  the  Heat  Flow 
Meter.  Measurements  shall  be  made  at  a 
mean  temperature  of  75'P  on  aged  test 
specimens  representative  of  the  density  and 
thickness  of  the  labeled  insulation.  R  value 
shall  be  computed  for  the  installed  thick¬ 
ness  as  determined  under  section  7.3  of  this 
Specification  and  shall  be  given  in  'P  h-ft*/ 
But,  where  ‘P  means  temperature  differ¬ 
ence  in  degrees  Fahrenheit,  h  means  hours, 
ft*  means  square  feet,  and  Btu  means  Brit¬ 


ish  thermal  units.  R  values  of  less  than  10 
shall  be  expressed  in  tenths  of  a  unit  and  R 
values  of  10  or  more  shall  be  expressed  in 
whole  numbers  on  Labels. 

8.4  Since  in  sections  8.1  and  8.2  of  this 
Specification  the  referenced  recommended 
practices  provide  alternative  test  methods 
for  determining  R  value,  and  since  in  sec¬ 
tion  8.3  of  this  Specification  alternative  test 
methods  are  also  provided,  then  in  all  cases 
where  an  R  value  rating  comes  into  dispute 
the  following  order  of  precedence  shall  be 
held  to  prevail;  R  values  determined  in  ac¬ 
cordance  with  ASTM  C  177,  Standard  Test 
Method  for  Thermal  Conductivity  of  Mate¬ 
rials  by  Means  of  the  Guarded  Hot  Plate, 
shall  prevail  over  R  values  determined  in  ac¬ 
cordance  with  other  methods,  and  R  values 
determined  in  accordance  with  ASTM  C 
236,  Standard  Test  Method  for  Thermal 
Conductance  and  Transmittance  of  Built- 
Up  Sections  by  Means  of  the  Guarded  Hot 
Box,  shall  prevail  over  R  values  determined 
in  accordance  with  ASTM  C  518,  Standard 
Test  Method  for  Steady  State  Thermal 
Transmission  Properties  by  Means  of  the 
Heat  Plow  Meter, 

8.5  When  tests  to  determine  if  insulation 
is  mislabeled  are  conducted  in  accordance 
with  section  8.1,  8.2,  or  8.3  of  this  Specifica¬ 
tion  and  any  R  value  so  determined  is  found 
to  be  less  than  95  percent  of  the  R  value 
shown  on  the  Label  for  the  same  thickness 
of  insulation,  the  insulation  shall  be  consid¬ 
ered  mislabeled. 

9.0  Rating  for  Thermal  Coverage  and  Pric¬ 
ing  Factor 

9.1  For  loose  fill,  blanket,  batt  and  board 
type  insulation,  a  thermal  coverage  rating 
shall  be  computed  using  the  relationship 
TCR^R  A  where  TCR  is  the  thermal  cover¬ 
age  rating.  R  is  the  R  value  determined 
under  $8.1.  8.2,  or  8.3  of  this  Specification 
and  A  is  the  area  covered  value,  correspond¬ 
ing  to  this  R  value,  determined  under  $  7.1, 
7.2,  or  7.3  of  this  Specification.  For  loose  fill 
type  insulation  TCR  shall  be  computed 
using  the  R  value  and  area  covered  value 
corresponding  to  a  settled  thickness  of  one 
inch.  For  batt,  blanket  and  board  type  insu¬ 
lation.  TCR  shall  be  computed  for  the  R 
value  and  area  covered  corresponding  to  the 
installed  thickness. 

9.2  For  display  on  the  Label,  a  pricing 
factor  shaii  be  calculated  using  the  relation¬ 
ship  PF=1000/TCR.  where  PP  is  the  pric¬ 
ing  factor  and  TCR  is  the  thermal  coverage 
rating  determined  in  accordance  with  §9.1 
of  this  Specification.  Pricing  factor  shall  be 
expressed  in  hundredths  of  a  unit  on  Labels. 

9.3  When  ratings  to  determine  if  insula¬ 
tion  Is  mislabeled  are  made  In  accordance 
with  $$9.1  and  9.2  of  this  Specification  and 
the  pricing  factor  so  determined  is  found  to 
be  not  in  agreement  with  the  pricing  factor 
shown  on  the  Label,  the  insulation  shall  be 
considered  mislabeled. 

10.0  Testing  and  Rating  for  Resistance  to 
Surface  Flame  Spread 

10.1  For  loose  fill,  blanket,  batt,  and 
board  type  insulation,  resistance  to  surface 
flame  spread  shall  be  determined  in  accord¬ 
ance  with  the  surface  flame  spread  test  re¬ 
ferenced  in  the  following  three  specifica¬ 
tions:  It  4.5.7  of  Proposed  Federal  Specifica¬ 
tion  HH-I-515D,  Insulation,  Thermal  (Loose 
Fill  for  Pneumatic  or  Poured  Applications); 
Cellulosic  or  Wood  Fiber,  as  proposed  No¬ 
vember  4,  1977;  $4.5.8  of  Proposed  Federal 
Specification  HH-I-1030B.  Insulation,  Ther¬ 
mal  (Mineral  Fiber,  for  Pneumatic  or 
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Poured  Applications),  as  proposed  Novem¬ 
ber  4,  1977;  and  $4.7.6  of  Proposed  Federal 
Specification  HH-I-521F,  Insulation  Blan¬ 
kets,  Thermal  (Mineral  ^ber,  for  Ambient 
Temperatures),  as  proposed  November  9. 
1977.  (See  $3.11  of  this  Specification.)  How¬ 
ever,  the  following  requirements  shall  apply 
to  the  testing  of  insulation  having  a  vapor 
barrier  or  other  membrane:  Insulation 
having  a  vapor  barrier  or  other  membrane 
shall  be  tested  both  alth  the  membrane  ex¬ 
posed  to  the  radiant  panel  and  with  the 
membrane  either  removed  from  the  insula¬ 
tion  or  intact  but  not  exposed,  and  the 
lower  of  the  resulting  values  of  resistance  to 
surface  flame  spread  shall  be  shown  on 
Labels:  Except  That  insulation  which  is 
clearly  and  conspicuously  marked  on  the 
membrane  that  an  exposed  membrane  may 
present  a  fire  hazard  and  should  not  be  in¬ 
stalled  so  as  to  expose  said  membrane  may 
be  tested  only  with  the  membrane  intact 
but  not  exposed  to  the  radiant  panel  and 
the  resulting  value  of  resistance  to  surface 
flame  spread  shoan  on  Labels.  Resistance  to 
surface  flame  spread  shall  be  determined  at 
the  density  used  in  the  determination  of  R 
value  uiider  $  8.1,  8.2,  or  8.3  of  this  Specifi¬ 
cation.  Resistance  to  surface  flame  spread 
shall  be  given  as  the  critical  radiant  flux  in 
watts  per  square  centimeter,  shall  be  ex¬ 
pressed  in  hundredths  of  a  unit,  and  indicat¬ 
ed  at  the  appropriate  position  on  the  resis¬ 
tance  to  surface  flame  spread  scale  on 
Labels. 

10.2  When  tests  to  determine  if  insula¬ 
tion  is  mislabeled  are  conducted  in  accord¬ 
ance  with  $  10.1  of  this  Specification  and 
the  resistance  to  surface  flame  spread  so  de¬ 
termined  is  found  to  be  less  than  95  percent 
of  the  resistance  to  surface  flame  spread 
shown  on  the  Label,  the  insulation  shall  be 
considered  mislabeled. 

11.0  Testing  and  Rating  for  Resistance  to 
Smoldering 

11.1  For  loose  fill,  blanket,  batt,  and 
board  type  insulation,  resistance  to  smolder¬ 
ing  shall  be  determined  in  accordance  with 
the  smoldering  test  referenced  in  the  follow¬ 
ing  three  specifications:  $4.5.8  of  Proposed 
Federal  Specification  HH-I-515D,  Insula¬ 
tion,  Thermal  (Loose  Fill  for  Pneumatic  or 
Poured  Application):  Cellulosic  or  Wood 
Fiber,  as  proposed  November  4,  1977;  $  4.5.9 
of  Proposed  Federal  Specification  HH-I- 
1030B,  Insulation,  Thermal  (Mineral  Fiber, 
for  Pneumatic  or  Poured  Applications),  as 
proposed  November  4,  1977;  and  $4.7.7  of 
Proposed  Federal  Specification  HH-I-521F, 
Insulation  Blankets,  Thermal  (Mineral 
Fiber,  for  Ambient  Temperatures)  as  pro¬ 
posed  November  9,  1977.  (See  $3.11  of  this 

-Specification.)  For  board  type  insulation, 
the  hole  for  insertion  of  the  ignition  source 
may  be  formed  by  driiling  with  an  8-mm 
drill.  Resistance  to  smoldering  shall  be  de¬ 
termined  at  the  density  used  in  the  determi¬ 
nation  of  R  value  under  $8.1,  8.2,  or  8.3  of 
this  Specification.  Resistance  to  smoldering 
shall  be  computed  as  (100-weight  loss  in 
percent)/10  and  shall  be  expressed  in  halves 
of  a  unit  and  indicated  at  the  appropriate 
position  on  the  resistance  to  smoldering 
scale  on  Labels. 

11.2  When  tests  to  determine  if  insula¬ 
tion  is  mislabeled  are  conducted  in  accord¬ 
ance  with  $  11.1  of  this  Specification  and 
the  resistance  to  smoldering  so  determined 
is  found  to  be  less  than  the  resistance  to 
smoldering  shown  on  the  Label  by  more 
than  one-half  unit,  the  insulation  shall  be 
considered  mislabeled. 


12.0  Testing  and  Rating  for  FSC  Number 

12.1  For  loose  fill,  blanket,  batt,  and 
board  type  insulation,  FSC  number  (Flame 
Spread  Classification)  shall  be  determined 
in  accordance  with  ASTM  E  84,  Standard 
Test  Method  for  Surface  Burning  Charac¬ 
teristic  of  Building  Materials.  However,  the 
following  requirements  shall  apply  to  the 
testing  of  insulation  having  a  vapor  barrier 
or  other  membrane:  Insulation  having  a 
vapor  barrier  or  other  membrane  shall  be 
tested  both  with  the  membrane  exposed  and 
with  the  membrane  either  removed  from 
the  insulation  or  intact  but  not  exposed, 
and  the  higher  of  the  resulting  FSC  num¬ 
bers  shall  be  shown  on  Labels:  Except,  That 
insulation  that  is  clearly  and  conspicuously 
marked  on  the  membrane  that  an  exposed 
membrane  may  present  a  fire  hazard  and 
should  not  be  installed  so  as  to  expose  said 
membrane  may  be  tested  only  with  the 
membrane  intact  but  not  exposed  and  the 
resulting  FSC  number  show  on  Labels.  FSC 
number  shall  be  determined  at  the  density 
used  in  the  determination  of  R  value  imder 
$8.1,  8.2,  or  8.3  of  this  Specification.  FSC 
numbers  (Flame  Spread  Classification)  shall 
be  expressed  in  whole  numbers  evenly  di¬ 
visible  by  five  on  Labels. 

12.2  When  tests  to  determine  if  insula¬ 
tion  is  mislabeled  are  conducted  in  accord¬ 
ance  with  $  12.1  of  this  Specification  and 
the  FSC  number  so  determined  is  found  to 
be  more  than  five  numbers  greater  than  the 
FSC  number  shown  on  the  Label,  the  insu¬ 
lation  shall  be  considered  mislabeled. 

13.0  Testing  and  Rating  for  Corrosiveness 

13.1  For  loose  fill,  blanket,  batt.  and 
board  type  insulation,  corrosiveness  shall  be 
determined  in  accordance  with  both  $4.5.5 
of  Proposed  Federal  Specification  HH-I- 
515D.  Insulation,  thermal  (Loose  Fill  for 
Pneumatic  or  Poured  Application):  Cellulo¬ 
sic  or  Wood  Fiber;  as  proposed  November  4, 
1977,  and  $  4.5.6  of  Proposed  Federal  Speci¬ 
fication  HH-I-1030B.  Insulation.  Thermal 
(Mineral  Fiber,  for  Pneumatic  or  Poured 
Application),  as  proposed  November  4,  1977, 
with  the  further  provision  that  all  metal 
specimens  shall  be  degreased  before  testing 
by  washing  with  1.1.1  trichloroethane  or 
trichlorethylene  until  completely  free  of 
water  breaks.  (See  $3.11  of  this  Specifica¬ 
tion.)  Degreased  specimens  shall  be  handled 
only  with  clean  forceps.  In  making  tests  in 
accordance  with  HH-I-1030B,  contact  be¬ 
tween  the  metal  specimen  and  the  stainless 
steel  woven  wire  cloth  shall  be  avoided.  Cor¬ 
rosive  effects  to  be  noted  shall  be  those 
listed  in  $  3.1.9  of  Proposed  Federal  Specifi¬ 
cation  HH-I-515D  and  $3.2.6  of  proposed 
Federal  Specification  HH-I-1030B.  When 
the  specified  corrosive  effects  are  noted 
with  respect  to  the  aluminum,  copper,  steel, 
or  galvanized  steel  corrosion  test  specimens, 
the  affected  metals  shall  be  cnecked  on 
Labels.  If  the  specified  corrosive  effects  are 
not  noted,  the  phrase  “none  of  these”  shall 
be  checked  on  Labels. 

13.2  When  tests  to  determine  if  insula¬ 
tion  is  mislabeled  are  conducted  in  accord¬ 
ance  with  $  13.1  of  this  specification  smd  the 
affected  metals  so  determined  are  found  to 
be  not  checked  on  the  Label,  the  Insulation 
shall  be  considered  mislabeled. 

14.0  Product  Labeling 

14.1  The  size  and  design  of  Labels  shall 
be  as  shown  in  figure  1  for  loose  fill  type  in¬ 
sulation  and  Figure  2  for  batt,  blanket,  and 
board  type  Insulation,  except  that  propor¬ 
tional  reproductions  of  Labels  from  a  mini¬ 


mum  size  of  one  half  the  indicated  dimen¬ 
sions  to  a  maximum  size  of  1.5  times  the  in¬ 
dicated  dimensions  may  be  used.  The  size  of 
the  Label  shall  be  such  as  to  clearly  and 
conspicuously  display  the  labeled  informa¬ 
tion.  All  information  and  ratings  called  for 
in  Figure  1  or  2  shall  be  shown  on  Labels, 
and  no  information  or  marks  other  than 
those  indicated  in  Figures  1  and  2  shall  be 
shown  within  the  borders  of  Labels. 

14.2  The  Secretary  shall  provide  each 
participant  with  camera-ready  art  suitable 
for  use  in  printing  Labels,  except  that  such 
art  will  not  contain  numerical  product  rat¬ 
ings  or  other  individualized  information 
that  is  to  be  developed  and  provided  by  par¬ 
ticipants.  Labels  shall  be  based  on  accurate 
reproductions  of  the  camera-ready  art  pro¬ 
vided.  However,  participants  may  apply  for 
permission  to  make  minor  variations  in 
Label  appearance,  such  as  variations  made 
necessary  by  the  use  of  special  printing 
techniques.  Permission  for  such  variations 
may  be  requested  by  application  to  the  As¬ 
sistant  Secretary  for  l^ience  and  Technol¬ 
ogy,  Room  3862,  D.S.  Department  of  Com¬ 
merce.  Washington,  D.C.  20230.  Applica¬ 
tions  shall  be  accompanied  by  an  example 
of  the  proposed  variation. 

14.3  Labels  may  be  printed  separately, 
printed  on  a  container  or  wrapping  that 
contains  insulation  and  is  conveniently  visi¬ 
ble  to  consumers  before  sale,  or  may  be 
printed  directly  on  the  insulation  if  the  in¬ 
sulation  is  clearly  visible  to  consumers 
before  sale.  The  Label  lettering  and  the 
Label  background  shall  be  of  contrasting 
colors.  Separately  printed  Labels  may  be 
fastened  with  adhesive,  attached  as  hang- 
tags,  or  affixed  by  any  other  secure  means 
that  does  not  detract  from  their  visibility. 

14.4  Labels  shall  be  printed  on  or  affixed 
to  a  conspicuous  portion  of  each  insulation 
package  or  other  sales  imit  of  insulation  of¬ 
fered  for  sale  to  consumers.  When  Labels 
are  printed  or  affixed  along  writh  other  in¬ 
formation.  the  Labels  shall  appear  clearly 
distinct  from  the  other  information  so  that 
the  Department  of  Commerce  Mark  on  the 
Label  cannot  reasonably  be  considered  to  be 
associated  with  the  other  information. 

14.5  Except  for  those  packages  or  other 
sales  units  of  insulation  exported  from  the 
United  States,  every  package  or  other  sales 
unit  of  a  labeled  brand  name  of  insulation 
that  is  listed  in  accordance  with  $  4.1  of  this 
Specification  shall  carry  a  Label.  However, 
participants  utilizing  more  than  one  brand 
name  may  label  some  or  all  of  those  brand 
names  of  insulation  in  accordance  with  this 
Specification. 

15.0  Use  of  Program  Information  in  Adver¬ 
tising 

15.1  Participants  may  reproduce  Labels, 
including  the  Department  of  Commerce 
Mark,  in  the  advertising  of  insulation  la¬ 
beled  under  the  Program:  Provided,  That 
entire  Labels,  complete  with  all  information 
required  to  be  displayed  at  the  point  of 
retail  sale,  are  shown  legibly  and  are  not 
combined  or  associated  directly  with  any 
other  mark  or  logo.  However,  the  use  of 
such  reproductions,  which  may  be  of  any 
legible  size,  shall  not  be  a  substitute  for  la¬ 
beling  of  insulation  in  accordance  with  this 
Specification. 

15.2  Participants  may  authorize  non-par¬ 
ticipants,  such  as  retail  sales  organizations, 
to  reproduce  Labels,  including  the  Depart¬ 
ment  of  Commerce  Mark,  in  the  advertising 
of  insulation  labeled  under  the  Program: 
Provided,  That  the  requirements  in  $  15.1  of 
this  Specification  are  satisfied. 
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16.0  Amendment 

This  Specification  is  subject  to  amend¬ 
ment  or  revision  as  provided  in  9 16.11  of  the 
Procedures,  except  that  new  descriptive 
terms  may  be  provided  by  the  Secretary  and 
published  in  the  Federal  Register  as  pro¬ 
vided  in  §6.4  of  this  Specification  without 
first  publishing  notice  of  the  proposed 
change  in  the  Federal  Register.  Amend¬ 
ments  and  revisions  shall  not  apply  to  insu¬ 
lation  manufactured  prior  to  the  effective 
date  of  the  amendment  or  revisions. 


FCDERAL  REGISTER,  VOl.  43,  NO.  104— TUESDAY,  MAY  30,  1978 


NOTICES 


23493 


> 


23494 


NOTICES 


NOTICES 


23495 


Pbhtormancb  Information  Labeling 
Specification  for  Thermal  Insulation  for 
Homes 

APPENDIX  A.— FORM  FOR  NOTIFICATION  OF 
DESIRE  TO  PARTICIPATE  IN  PROGRAM 

AssistAMt  Secretary  for  Science  and  Tech¬ 
nology, 

Room  3862, 

U.S.  Department  of  Commerce, 

Washington,  D.C,  20230. 

(Insert  name  of  prospective  participant) 
desires  to  participate  in  the  Department  of 
Commerce  Voluntary  Consumer  Product  In¬ 
formation  Labeling  Program  (Program) 
with  respect  to  thermal  insulation  for 
homes.  If  accepted  as  a  participant  in  the 
Program,  (Insert  name  of  prospective  par¬ 
ticipant)  intends  to  label  thermal  insulation 
offered  for  sale  under  the  brand  name(s) 
(Insert  name  or  names  of  brands  to  be  la¬ 
beled),  effective  (Insert  date  on  which  label¬ 
ing  will  start). 

If  accepted  as  a  participant  in  the  Pro¬ 
gram,  (Insert  name  of  prospective  partici¬ 
pant)  agrees  to: 

(1)  Abide  by  all  conditions  imposed  by  the 
Procedures  for  a  Voluntary  Consumer 
Product  Information  Labeling  Program, 
15  CPR  Part  16; 

(2)  Abide  by  all  conditions  imposed  by  the 
Performance  Information  Labeling 
Specification  for  Thermal  Insulation  for 
Homes; 


(3)  Desist  from  using  the  Department  of 
Commerce  Label  and  Mark  if  its  partici¬ 
pation  in  the  Program  is  terminated. 


(Date) 


(Signature) 


(Signer’s  title) 
IPR  Doc.  78-14921  PUed  5-26-78;  8:45  ami 


[3510-13] 

VOLUNTARY  CONSUMER  PRODUCT 

INFORMATION  LABEUNG  PROGRAM 

Suspension  of  Fees  for  Portidpation 

In  a  separate  noti(;e  appearing  in 
this  issue  of  the  Federal  Register  the 
Department  of  Commerce  announces 
for  public  comment  a  proposed  Per¬ 
formance  Information  Labeling  Speci¬ 
fication  for  thermal  insulation  for 
homes  (Specification)  under  the  proce¬ 
dures  for  a  Voluntary  Consumer  Prod¬ 
uct  Information  Labeling  Program,  as 
amended  (15  CFR  Part  16;  42  FR 
26647,  dated  May  25,  1977;  42  FR 
57686,  dated  November  4,  1977;  and  43 


FR  8254  dated  March  1,  1978)  (Proce¬ 
dures).  Under  section  16.6  of  the  Pro¬ 
cedures  the  Secretary  must  announce 
simultaneously  with  the  publication  of 
the  notice  of  the  proposed  Specifica¬ 
tion  her  intention  with  respect  to  fees 
and  charges  for  participation  in  the 
program  for  thermal  insulation  for 
homes. 

Accordingly,  pursuant  to  §  16.6(d)  of 
the  Procedures  notice  is  hereby  given 
that  the  Secretary  intends,  at  such 
time  as  a  final  Performance  Informa¬ 
tion  Labeling  Specification  for  ther¬ 
mal  insulation  for  homes  is  issued,  to 
suspend  all  fees  and  charges  for  par¬ 
ticipation  in  the  program  with  respect 
to  thermal  insulation  for  homes. 

This  notice  is  furnished  for  informa¬ 
tion  and  guidance  purposes  only  in 
order  that  the  public  may  evaluate  the 
proposed  Specification  in  light  of  the 
Secretary’s  intention  annoimced 
above. 

Issued:  May  23.  1978. 

Jordan  J.  Baruch, 
Assistant  Secretary  for 
Science  and  Technology. 

[FR  Doc.  78-14922  Filed  2-26-78;  8:45  am] 
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